Barrow and Baroness Installation Instructions 


A word of caution: This fixture has a durable finish. However, 
this fixture should be handled with care and be protected from 
damage before, during, and after installation. 


1 . Mark the centerlines of the installation area on the countertop surface with a pencil. 

2. Cut out template with scissors and trace onto countertop using centerlines as a guide. 

3. Drill a starter hole in cut-out line, insert saw and cut opening in countertop, carefully following 
pencil line you traced. 

4. Assemble fitting and waste assembly on lavatory. 

5. Clean all dirt and debris from the cut-out area on the countertop. 

6. For under countertop installation, refer to mounting clip assembly procedures shown below. 

7. For undercounter installation, apply a continuous bead of adhesive sealant to unglazed top of 
lavatory rim. From underside of countertop, carefully align lavatory with opening and install 
lavatory with mounting clips. 

8. Remove excess sealant with a damp cloth or sponge and fill joint where necessary. 

9. Use a soft, damp cloth to clean the lavatory and countertop. This should be performed immedi- 
ately, since the sealant is water soluable until it dries. 

10. Complete installation by connecting water supply to fitting and waste to drain piping. 

MOUNTING CLIP ASSEMBLY PROCEDURES 

NOTE: FOR UNDER COUNTER INSTALLATION 



LOCATION 
OF CUPS 


DRILL A H" DtA.X 
DEEP HOLE, 

STEEL INSERT. EPOXY 
IN PLACE. E POXY NOT 
FURNISHED. 
CLIP 

NO10-24 MACHINE 
SCREW 



For Wood or Plastic 


CLIP 

N010XlM"WOOD 


SCREW 


Everyday cleaning of Eljer china products may be accomplished by using an antibacterial liquid 
dishwashing soap and water. 

For stubborn stains, use AJAX® or Comet® sparingly. Read and follow all label directions. In all 
cases, rinse thoroughly with plenty of water and dry the fixture. 

In areas with hard water, a build-up of mineral deposits or lime may make the finish of the 
product appear dull. To remove lime buildup on vitreous china products, KRC-7® liquid cleaner 
may be used. Read and follow all label directions. 
In all cases, rinse thoroughly with plenty of water and dry the fixture. 


